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DN55 XT device

Optic cleaning cloth

Carrying pouch

Manual 

DN55 XT device, pouch, cleaning cloth fo optic, user manualScope of delivery:
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Night Vision Front Attachment DN55 XT

Tube, generation
Tube resolution, min lp/mm
Field of view angle, degree
Magnification, X
Focus limit, m
Objective lens type
Objective lens focal length, mm
Effective aperture lens
Exit pupil diameter, mm 
Objective lens diameter, mm
Power source, voltage
Operating time (at +20°C), hour 
Operating temperature, °C 
Max  impact load, G
Degree of protection by IEC 60529
Dimensions, mm 
Weight, kg

2+
45
19
1.0

10 ... ∞
lens
80

1:1,15
22
53

CR123A, 3 V
54

- 20 … +50
600
IPX5

165 x 65 x 63
0,58

DN55 XT
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Night Vision Front Attachment DN55 XT

The high aperture objective lens F80 (1/1.15) 
and the smooth brightness control of the 
image intensifier tube enable comfortable 
observation even in very poor lighting 
conditions.

High aperture lens 

The splash-proof and robust aluminium 
housing protects the device safely in all 
weather conditions and ensures shock 
resistance up to 600 G.

Aluminum housing

Easier battery replacement thanks to the 
freely accessible battery compartment, 
which can be easily opened and safely closed 
again even with gloves on.

Easy battery replacement
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Night Vision Front Attachment DN55 XT

Like any other DIPOL models, the  DN55 XT is 
characterized   by   its   simple   and    intuitive 
operation.  The  device  can  be  switched   on 
and set with both the right  or  the  left  hand. 
All the user has to do is put  his  hand  on  the 
device’s  top,  all   control   elements   can   be 
easily recognized and operated precisely even 
when wearing gloves.

Simple and intuitive control

Optimal exit pupil

The 22 mm exit pupil ensures optimal 
eyebox and better viewing comfort for more 
quickness and accuracy.
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Night Vision Front Attachment DN55 XT

The DN55 XT can be used as a separate 
observational device by attaching an 
(optional) eyepiece to it.
The eyepiece-sided thread makes it possible 
to use original DIPOL clamping  adapters  as 
well as the adapters from other well-known 
manufacturers. 

Eyepiece

In very poor lighting conditions, spotlights 
for additional illumination can be mounted 
on Weaver rail placed on the side of the 
device.

IR-Illuminators

With a high-quality clamp adaptors made by 
well-known manufacturers, the DN 55XT 
can be mounted onto objectives of the most 
sports optics. 

Adapters
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Perfect ergonomics for effortless and precise operation in the darkness.DN55 XT

Night Vision Front Attachment DN55 XT

Securely attached to the device, the DIPOL 
night vision attachment enables the highest 
repetition accuracy every time attached to 
the day optics. The possible hit deviation 
would be in the irrelevant range for hunting 
conditions. 
When using high-quality clamp adapters from 
well-known manufacturers, no additional 
settings are required.
Please note, that despite the high accuracy, 
removing and re-attaching of the device 
sometimes could lead to minor deviations of 
the point of impact of approx. 1 MOA on 100m.

Simple adjustment concept
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Republic of Belarus, 210033, Vitebsk, Lazo street, 115A
Tel.: +375 (212) 53-00-63 Fax: +375 (212) 53-00-68
E-mail: contact@dipol.by

Manufacturer: SPF "DIPOL" Ltd.

Please visit our channel on YouTube 

dipol.by

https://www.youtube.com/channel/UC9rJzRtuJq1rW4kusnlqfjw/
https://www.youtube.com/watch?v=R8sZWwJhTDU


